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No. Description Date

Reset capstones as necessary if out of
alignment; remove loose mortar and
repoint cap stone joints;  Remove loose
mortar on face of wall (applicable to
both sides of exposed wall above
grade)  where applicable.

Existing cap stones will remain; repoint as
necessary and aling outside face of wall
(towards street) Repoint joints at
capstones

Reset capstones as necessary if out of
alignment; remove loose mortar and
repoint cap stone joints;  Remove loose
mortar on face of wall (applicable to
both sides of exposed wall above
grade)  where applicable.

Existing cap stones will remain; repoint as
necessary and aling outside face of wall
(towards street) Repoint joints at
capstones

Reset capstones as necessary if out of
alignment; remove loose mortar and
repoint cap stone joints;  Remove loose
mortar on face of wall (applicable to
both sides of exposed wall above
grade)  where applicable.

Existing cap stones will remain; repoint as
necessary and aling outside face of wall
(towards street) Repoint joints at
capstones

Former repairs to existing wall; Existing
wall to remain.  Mortar joints to be
checked
but likely are sound enough not
requiring
replacement

This area may require a portion of
restructuring / resetting of stone of
existing wall.   Remove loose mortar
on face of wall (applicable to both
sides of exposed wall above grade)
where applicable.

Approximately 30 capstones along this
stretch requireresetting or adjustments


